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AMETEK LAND SUPPORTS ACCURACY AND 
SAFETY FOR LIQUID METAL MEASUREMENTS 

BY DN CASTECH, INDIA

INTRODUCTION
AMETEK Land, the leading specialist 
in infrared non-contact temperature 
measurements for global industry, has 
supplied its Cyclops 055L handheld portable 
pyrometer to engineering components 
manufacturer, DN Castech. The device was 
used to measure liquid metal during the 
casting process to support metal quality.
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ABOUT DN CASTECH
Based in Gujarat, India, DN Castech manufactures high-quality sustainable engineering goods. 
The business group offers complete solutions, castings, and machining for mechanical parts such 
as electric motor stator housings, end brackets, auto components, gear boxes, and miscellaneous 
engineering parts.
Exporting approximately 60% of its output, DN Castech employs around 150 people, operating from a 
10,000 square-metre site where state-of-the-art machines convert cast material into finished parts for 
assembly by the customer.

  
THE CHALLENGE 
DN Castech’s avowed aim is to delight 
the customer by exceeding their 
requirements. They work with many 
major brands including Siemens Ltd, 
ABB, Bharat Bijlee, CG Global, and 
Regal USA, so ensuring a high-quality 
product is essential to meeting this goal. 
This is accomplished through accurate 
measurements of the liquid metal during 
the casting process, and DN Castech 
had been using dip thermocouples for 
this application.
Dip thermocouples have a long 
measurement time – typically 13-14 
seconds – and require an operator to get 
quite close to the process. They also use 
disposable tips, which must be replaced 
frequently, costing time and money.
Using thermocouples, DN Castech 
experienced high costs for maintenance, 
calibration, and monthly consumables. 
They wanted a more cost-effective 
solution that improved both measurement 
accuracy and user safety.
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THE SOLUTION
For this application, AMETEK Land supplied its 
Cyclops 055L portable pyrometer, which takes a 
fast non-contact measurement, within a second 
or two. 
Ergonomically designed for single-handed 
use, it increases safety, as the operator can 
be positioned five or six metres away from the 
molten metal. They simply point the Cyclops 
055L at the liquid, then pull the trigger when they 
wish to take a measurement.
Four simultaneous modes are available, including 
Continuous, Peak, Valley, and Meltmaster, 
to meet specific requirements, providing 
highly accurate measurements of liquid metal 
temperatures in the range 1,000 to 2,000 °C 
(1,832 to 3,632 °F), with high repeatability. 
Precision sighting is ensured by the clear, 
wide-angle field of view and small, clearly defined 
measurement area. A single device can store up 
to 9,999 readings, and the Cyclops 055L can 
be used continuously throughout the pouring 
process, right up to the last mould.

In addition, fully fledged NABL calibration and 
service support for the Cyclops 055L is available 
locally in India.
AMETEK Land also supplied its Model RPI 
10000 BT LED display unit, which connects 
wirelessly with the Cyclops 055L using Bluetooth 
to provide instant, real-time temperature 
measurement updates on its four-inch-high, 
seven-segment screen.
With a 50-metre connectivity range, the LED 
display unit allows the pyrometer to be used 
easily throughout the foundry to validate 
temperature data for quality and process control, 
without the safety hazards that cable connections 
could cause.
This also provides the capability to set an 
audible out-of-range alarm should the detected 
temperature be too low or too high.
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CYCLOPS 055L MODEL RPI 10000 BT LED

Portable Handheld Pyrometer
1000 to 2000 °C / 1832 to 3632 °F

Cyclops L Pyrometer integration for
real-time temperature display

Audible alarm

230V AC Input Supply
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CYCLOPS 055L

SPECIFICATION

Measurement range 1000 to 2000 ºC / 1832 to 3632 ºF

Display 4-digit LCD in viewfinder; external backlit LCD display

Measuring modes Continuous, Peak, Valley and advanced Meltmaster

Data logging
9999 readings and 4 routes internally; Mobile (4GB standard 
storage) or PC logger software (via Bluetooth® or USB 
connector)

Data logging modes Classic, Burst, Latched, Route

Optical system 9o field of view; eyepiece adjustable -3.75 to +2.5 diopters

Focusing range Fixed focus, nominally at 5 m / 197 in. from thermometer 
body datum

Minimum target size Parallel 28 mm / 1.1 in target spot diameter from lens to 
5 m / 197 in

Spectral response Nominally 0.55 μm

Emissivity adjustment 0.10 to 1.20 in 0.01 step graduations

Response time 30 ms

Display update time 0.5 s

Accuracy <0.5% (K) of reading

Measurement resolution 0.1 ºC / 1 ºF

Measurement field of view Fixed Focus

Repeatability <1 ºC / 2 ºF

Operating temp range 0 to 50 ºC / 32 to 122 ºF

Power requirement One MN1604 / 6LR61 / PP3 Battery or USB

Output Bluetooth® / USB Connector

Weight 0.83 kg / 1.8 lb.

Sealing IP40

Standard accessories Lens cap, protection window/filter, battery, wrist strap, 
USB cable, heat protection jacket

Optional accessories Waterproof carry case, Long eye relief eyepiece

Free data-logger software Available at 
www.ametek-land.com/products/software/cyclopslogger
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THE RESULTS 

Prior to using the Cyclops, DN Castech was spending 45,000 rupees on dip thermocouples per 
month – an annual expenditure of 540,000 rupees. They used 30 thermocouple tips per day.

The Cyclops 055L, which has no consumables and eliminates the time spent replacing tips, offered 
a rapid return on investment following its introduction to the site in December 2019.

It also met DN Castech’s requirements for a more accurate and safer liquid metal temperature 
measurement solution.

Shri Dhirubhai Patel, Managing Director at DN Castech, said: “The Cyclops 055L has been easy 
to use and provides a fast measurement. It is highly accurate, even while pouring, right up 
to the last mould. Its performance and excellent return on our investment means we would 
certainly recommend AMETEK Land for this application.”
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SEE OUR RELATED LITERATURE FOR THE CYCLOPS 055L

DISCOVER HOW OUR BROAD RANGE OF 
NON-CONTACT TEMPERATURE 

MEASUREMENT AND COMBUSTION & 
EMISSIONS PRODUCTS OFFER A SOLUTION 

FOR YOUR PROCESS 

WWW.AMETEK-LAND.COM

200 to 3000 °c / 392 to  5432 °fi

CYCLOPS L
A FAMILY OF HIGH PRECISION PORTABLE  
NON-CONTACT PYROMETERS
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CYCLOPS L

A FAMILY OF HIGH PRECISION 
PORTABLE NON-CONTACT 
PYROMETERS

We will deliver this by:
•	 Proactively maintaining your equipment to 	
	 maximise availability.
•  Optimising solutions to meet your 
	 unique applications.
•  Enhancing user skills by providing access 	
	 to product and application experts. 

AMETEK Land’s global service network 
provides unparalleled after-sales services to 
ensure you get the best performance and 
value from your AMETEK Land products. 
Our dedicated service centre teams and 
on-site engineers are trained to deliver 
the highest standard of commissioning, 
maintenance and after-sales support.

AMETEK Land’s AMECare Performance 
Services ensure peak performance and 
maximum return on investment over the life of 
your equipment.
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www.ametek-land.com

land.enquiry@ametek.com

CONTACT US

We are fully committed to Quality Assurance. See all our accreditations at AMETEK-LAND.COM/QUALITY

CYCLOPS 055L

Portable Handheld Pyrometer
1000 to 2000 °C / 1832 to 3632 °F

http://www.ametek-land.com
mailto:land.enquiry%40ametek.com?subject=
http://www.AMETEK-LAND.COM/QUALITY

