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MOUNTINGS OVERVIEW

Adapter & Air Purge
(Part N° 029.870)

Adapter, Air Purge &
Adjustable Mounting Flange
(Part N© 029.871)

Adapter, Air Purge
& Mounting Plate
(Part N© 029.872)

Adapter, Air Purge
& Mounting Bracket
(Part N° 029.873)

Large Ball Mount /
(Part N© 030.566) /



Purge air inlet
©6.35mm/0.25in

FIBRE-OPTIC MOUNTINGS - INSTALLATION INFORMATION

Adapter & Air Purge
Land Part N° 029.870

Adapter, Air Purge &
Adjustable Mounting Flange
Land Part N° 029.871

140mm/5.57in

4 Holes @7.2mm/0.28in equi-spaced
on 101.6mm/4.00in pcd

©127mm/5.00in

Adapter, Air Purge &
Mounting Plate
Land Part N° 029.872

£
Fr
Purge air inlet —
©6.35mm/0.25in
H
6.35mm/0.25in
Purge air inlet —
©6.35mm/0.25in
u
i

6.35mm/0.25in .

Purge air inlet
26.35mm/0.25in

1 hole @11mm/0.43in

| 40mm
1.57in

145mm/5.71in

4 Holes @7.2mm/0.28in equi-spaced

on 101.6mm/4.00in pcd

?127mm/5.00in

Adapter, Air Purge &
Mounting Bracket
Land Part N° 029.873

145mm/5.71in

1 Hole @35mm/1.38in

50mm

1.97in

100mm/3.94in

L 100mm/3.94in J

80mm/3.15in

Leeds & Northrup / Honeywell Adapter
Land Part N° 028.825
3 Screws M4 x 10mm

(0.39in) CSK/HD
—
Hinged Adjustable Mounting Plate
4 Holes Land Part N° 028.745

@6.5mm/0.26in
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76.2mm/3.0in
127.0mm/5.0in
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12.7mm/0.5in 101.6mm/4.0in
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127.0mm/5.0in

12.7mm/0.5in

View showing mounting holes

Notes

When choosing a location for the Fibre-optic thermometer
mounting, ensure that for‘M’series thermometers, the target fills
the field of view of the optic head at the chosen target distance.
The field of view is 100:1:

i.e. at 300mm, target size is 3mm; at 200in, target size = 2in

Air purge flow rate: 1 litre per second (2.12 ft* per min)
Air purge pressure: 0.1 atmosphere (0.1 bar)




