
CALIBRATION

WHY YOU NEED AN EXPERT

There are many complexities involved in the 
calibration of infrared thermometers, line scanners, 
and thermal imagers. 

Expert knowledge is required on the effects of factors 
such as size of source, ambient temperature, linearity, 
emissivity and detector sensitivity (%E/oC). 

These complexities are amplified if you are calibrating 
a high specification infrared thermometer.

If the measurement technique employed is incorrect 
and the thermometer is adjusted, this will destabilise 
the thermometer, affecting its repeatability, stability, 
and accuracy, and it may not perform as specified.

Without familiarity with the thermometer model and 
formal training from the manufacturer, the quality and 
accuracy of any calibration undertaken is questionable.  

Often calibration is conducted annually or sometimes 
less frequently – a long time for the thermometer to 
be giving incorrect readings.

That is why it is critical to employ someone with 
the necessary product and infrared temperature 
measurement experience to perform verification  
and calibration.

GET IN TOUCH WITH THE EXPERTS:  WWW.AMETEK-LAND.COM
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GET THE BENEFITS OF WORKING WITH A 
CALIBRATION EXPERT
• BS EN ISO 9001:2008 Quality Management System
• BS EN ISO 450001:2015 Health & Safety    
 Management System
• BS EN ISO 140001:2015 Environmental  
 Management System
• Global AMETEK Land laboratories, dedicated to   
 non-contact temperature measurement traceable   
 to ISO 17025:2017
• Open to third-party audits if required
• Full manufacturer support for our products –   
 offering repair, service, and calibration to meet   
 published specification
• Service exchange to replace faulty equipment as   
 part of planned maintenance
• Priority breakdown assistance to all contract   
 customers, minimising downtime
• Traceable calibration reports and certificates of   
 conformity covering site visits
• Planned maintenance at a frequency to meet 
 your needs
• Factory-trained engineers

AMETEK LAND – YOUR EXPERT 
CALIBRATION PARTNER
Using only AMETEK Land-approved service centres 
and partners to maintain and calibrate AMETEK  
Land thermometers ensures performance and 
investment protection.  

On-site service provision represents excellent value 
for money, offering preventative maintenance and 
traceable calibration – often reducing plant downtime 
and minimising the expense of rejected material.  

AMETEK Land’s site engineers are factory-trained, 
use only original parts, and use factory-controlled 
calibration procedures, with all test equipment fully 
traceable to national and international standards. 

Our policies, processes, skills, and resources are 
exemplary, and the work that we carry out is 
professionally documented and fully traceable 
through our control systems and accreditations.

The repeatability, accuracy, and interchangeability 
of our instruments are due to their design 
and traceable calibration to tightly controlled 
calibration procedures, backed by our own UKAS 
accredited calibration laboratory.

With more than 70 years of experience in  
non-contact temperature measurement, AMETEK 
Land service guarantees your instrument will 
perform at published specification, for optimum 
peace of mind.

FIND OUT MORE:  WWW.AMETEK-LAND.COM

AMETEK Land’s AMECare Performance Services 
ensure peak performance and maximum return 
on investment over the life of your equipment.


